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NOTES

This sheet shallbe used with the Temporary Traffic Control
General Notes Sheets TC-00(A), TC-00(B), TC-00(C), and TC-00(D).

1. This layout represents the minimum traffic controls required
for a temporary work area with lane closures through ramp
entrances and exit tapers on a freeway. For advance signing
see TC-00(D).

2. For mainline lane closures see TC-09 or TC-10.

3. The "Yield Ahead" sign is required except for short term
maintenance operations where its use may be an option as
determined by the project engineer.

4. The mounting height of the temporary "Exit" sign (E5-1) shall
be a minimum of 7 feet from the pavement surface to the bottom
of the sign. The existing green and white "Exit" sign shallbe
covered. If the temporary "Exit" sign willbe in place for more
than one day, an Exit Number plate (E5-2) displaying the proper exit
number shall be placed above the temporary "Exit" sign.
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*Note: Existing deceleration lane
is not affected by work
zone or lane closure.

ALL TC DETAILS SHOW MINIMUM CONSTRUCTION SIGNING.
ALL SITUATIONS SHALL BE REVIEWED AND/OR DESIGNED BY THE ENGINEER.
CONTRACTORS ARE RESPONSIBLE FOR COMPLYING WITH ALL TC DETAILS.
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